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SECTION 1-1

SCALE 1:20

.

PLATFORM LEVEL

CARSON “MULTIDUC’ FLEXIBLE
(100mm2) DUCT BENDS ENCASED
IN CONCRETE (C20 MINIMUM)
50mm MINIMUM COVER.

S

350 MIN

SECTION 2-2

SCALE 1:20

25mm SHARP SAND/CEMENT BED FOR TACTILE.

EXISTING 400mm WIDE CONCRETE
COPER NOT TO BE DISTURBED.

EXISTING 400mm WIDE TACTILE

PAVEMENT SLAB TO BE LIFTED &
RE-INSTATED TO NWR STANDARDS.

IF REQUIRED.
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CARSON 6 WAY ‘MULTIDUC’
ENCASED [N CONCRETE
(C20 MINIMUM).

ASPHALT TO BE RE_INSTATED‘]
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1450 TYPICAL

SECTION 3-3

SCALE 1:20

CABLE IDENTIFICATION TAPE WITH METAL
CORE PLACED ABOVE CARSON ‘MULTIOUC'.

25mm SHARP SAND/CEMENT BED FOR TACTILE.
ASPHALT TO BE RE-INSTATED. IF REQUIRED.

EXISTING 400mm WIDE CONCRETE
COPER NOT TO BE DISTURBED.

;‘4‘4‘4*PAINTED YELLOW LINE.



