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SECTION 1-1

EXISTING 400mm WIDE TACTILE PAVEMENT SLAB
TO BE LIFTED & RE-INSTATED TO NWR STANDARDS.

CABLE IDENTIFICATION TAPE WITH METAL—

CORE PLACED ABOVE CARSON ‘MULTIDUC'.

POLYVAULT CHAMBER:
2.5m x 1.2m x 0.9m DEEP
WITH DUCTILE 1RON COVER.

PLATFORM LEVEL

SCALE 1:20

(v

BACKFILL SIDES WITH
100mm OF WELL COMPACTED
DRY MIX C20 CONCRETE

CARSON ‘MULTIDUC' FLEXIBLET—
(100mm2) DUCT BENDS

ENCASED IN CONCRETE B

(C20 MINIMUM)
50mm MINIMUM COVER.

SECTION 4-4

SCALE 1:20

EXISTING 12'2" SURFACE CONCRETE
TROUGH WITH DOUBLE LIDS.

{*400 WIDE COPER.
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SECTION 5-5

SCALE 1:20

EXISTING 1212" BURIED
CONCRETE TROUGH
WITH DOUBLE LIDS.

Je— 100mm C20 MIN[MUM
CONCRETE BASE.

EXISTING 1212" BURlEDJ

CONCRETE TROUGH
WITH DOUBLE LI1DS.

CARSON ‘MULTIDUC’ FLEXIBLE {‘
(100mm2) DUCT BENDS ENCASED [

EXISTING 400mm WIDE TACTILE
PAVEMENT SLAB TO BE LIFTED &
RE-INSTATED TO NWR STANDARDS.

ASPHALT TO BE RE-INSTATED.
IF REQUIRED.
PLATFORM LEVEL
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350 MIN

IN CONCRETE (C20 MINIMUM)
50mm MINIMUM COVER.

1450 TYPICAL

SECTION 2-2

SCALE 1:20

ASPHALT TO BE RE-INSTATED.

IF REQUIRED.

— EXISTING 400mm WIDE CONCRETE

COPER NOT TO BE DISTURBED.

PAINTED YELLOW LINE.

EXISTING 400mm WIDE——™
CONCRETE COPER.

EXISTING 400mm WIDE —

TACTILE

EXISTING
CONCRETE

6No 1002 CARSON

FLEXIBLE

CABLE [DENTIFICATION TAPE WITH METAL
CORE PLACED ABOVE CARSON 'MULTIOUC'.

25mm SHARP SAND/CEMENT BED FOR TACTILE.
ASPHALT TO BE RE-INSTATED. IF REQUIRED.

EXISTING 400mm WIDE CONCRETE
COPER NOT TO BE DISTURBED.

;‘*PA]NTED YELLOW LINE.

EXISTING 400mm WIDE TACTILE
PAVEMENT SLAB TO BE LIFTED &
RE-INSTATED TO NWR STANDARDS.

ASPHALT TO BE RE-INSTATED«
IF REQUIRED.

PLATFORM LEVEL

|

CABLE IDENTIFICATION TAPE WITH METAL
CORE PLACED ABOVE CARSON ‘MULTIOUC'.

25mm SHARP SAND/CEMENT BED FOR TACTILE.
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EXISTING 1212 BURIED i =
CONCRETE TROUGH S=Y

WITH DOUBLE L1DS.
CARSON 6 WAY "MULTIDUC*

350 MIN

ENCASED [N CONCRETE
(C20 MINIMUM).

1450 TYPICAL

SECTION 3-3

PLATFORM EDGE

SCALE 1:20

EXISTING 1212"
SURFACE CONCRETE
TROUGH.

ASPHALT TO BE RE-INSTATED. IF REQUIRED.

EXISTING 400mm WIDE CONCRETE
COPER NOT TO BE DISTURBED.

;‘4‘4‘4*PAINTED YELLOW LINE.
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PAVEMENT SLAB.

BRIDGE

s

\ ASPHALT PLATFORM.
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l————PROPOSED  2500mm x 1200mm x 900mm DEEP
, ; POLYVAULT CHAMBER BY CARSONS (REF: 9648-36).
MULTIDUC' . J CHAMBER TO BE INSTALLED OVER
L v v v v v v i EXISTING 1212" CONCRETE TROUGHING
- 7500 > & SIDES T0 BE CUT-OUT TO SUIT.
da

PLAN VIEW - CARSONS POLYVAULT CHAMBER

SCALE 1:20

NOTE: PLATFORM INSTALLATION ONLY. FOR UTX SEE OTHER DESIGN TEMPLATE.
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Carson Industries Ltd
Racecourse Road
Roscommon

Ireland

+353 9066 25922
www.multiduc.com




